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Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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Indian Standard 

SPECIFICATION FOR 
BULKHEAD STRAIGHT COUPLING ASSEMBLY 
FOR OIL-HYDRAULIC SYSTEMS 
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1. Scope — Specifies the dimensions and other requirements for bulkhead straight coupling assembly 
used in oil-hydraulic systems. 

2. Dimensions — Shall be as given in Table 1 . 

3. Assembly Details — A bulkhead straight coupling assembly consists of ferrules ( conforming to 
IS : 8802-1978 'Specification for ferrules for oil-hydraulic couplings' ), coupling nut ( conforming to 
IS : 8803-1978 'Specification for coupling nuts for oil-hydraulic couplings' ), bulkhead straight body, 
(conforming to IS : 9768-1981 'Specification for bulkhead straight body for oil-hydraulic couplings' ) 
and lock nut [conforming to Indian Standard 'Specification for lock nuts for oil-hydraulic coupling' 
( under preparation )]. 

4. General Requirements — For details not covered in this standard reference shall be made to 
IS : 8805 (Partl)-1978 'General requirements for ferrule type couplings used in oil-hydraulic 
systems : Part I General'. 

5. Designation — A bulkhead straight coupling assembly of light series L for outside diameter of 
tube 6 mm and conforming to this standard shall be designated as : 

Bulkhead Straight Coupling L6 IS : 9769 



EXPLAN ATO R Y NOTE 
In the preparation of this standard, assistance has been derived from the following standards: 

BS 4368 Specification for carbon and stainless steel compression couplings for tubes 

Part 1 : 1972 Heavy series (metric). 

Part 3 : 1974 Light series (metric). British Standards Institution ( BSI ). 

DIN 2353-1966 Non-soldered taper-bush type pipe unions; complete unions and survey. 
Deutsches Institut fur Normung ( DIN ). 
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TABLE 1 DIMENSIONS FOR BULKHEAD STRAIGHT COUPLING ASSEMBLY 

( Clause 2 ) 

All dimensions in millimetres. 



^SEALING WASHER 

(IF PROVIDEO) 



STRAIGHT BULKHEAD BODY 



LOCK NUT COUPLING NUT 



FERRULE 




Series 


Outside 
Diaof 
Tube 


<*8 


*B 


■•• 


Il7 


■l8 # 


Size of 
Sealing 
Washert 




6 


14 


7-0 


22 


270 


42 


12x155 




8 


16 


80 


23 


270 


42 


14x18*0 




10 


18 


100 


25 


280 


43 


16x20-0 




12 


20 


100 


25 


29-0 


44 


18x22-0 


Light 

L 


15 


24 


120 


27 


31 


46 


22x270 


18 


28 


135 


30 


325 


49 


26x310 




22 


32 


165 


33 


34-5 


51 


30x36-0 




28 


38 


185 


35 


355 


52 


36x420 




35 


47 


185 


40 


365 


58 


45x52-0 




42 


54 


190 


42 


36-0 


59 


52x60*0 




6 


16 


120 


27 


290 


44 


14x18 




8 


18 


130 


28 


290 


44 


16x20 




10 


20 


145 


31 


295 


46 


18x22 




12 


22 


145 


31 


305 


47 


20x24 


Heavy 


14 


24 


170 


35 


320 


50 


22x27 


H 


16 


26 


165 


35 


3V5 


50 


24x29 




20 


32 


175 


39 


335 


55 


30x36 




25 


38 


200 


44 


350 


59 


36x42 




30 


44 


2V5 


48 


375 


64 


42X49 




38 


64 


220 


53 


370 


68 


52x60 



♦The dimensions / 9 and / 1 8 are approximate in tightened condition. 

fSealing washer shall conform to IS : 3175-1974 'Sealing washers for pipe unions ( first revision )'. 



Prlnttd at Printrade, Ntw Delhi, India 
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